2. Specification of services and Equipment

2.1,
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Online Registration Applications

C

The required software will provide the following electronic registration platforms and

services for the CBE as follows

Multi Event Subscription

v"  Ability to organise more than 5
different events simultaneously
Digital Email Invitations

v Send email invitations to invite
guests to RSVP to event.
Customizable Online Invitations

v" Ability to choose to send a
simple email with an embedded
RSVP button, or choose to
upload own invitation design,
images and logos for a fully-
tailored digital invitation and
RSVP experience.

Online Invitation Open Tracking

v Ability to see which guests
have opened and seen email
invitation, any online invitations
that weren't successfully
delivered, and to quickly
identify who might need to
follow-up with.

All-In-One Event Dashboard

v" A single source for details on
who's coming to each of the
events and what their
preferences are.

Personalized Welcome

Messages

v When guests begin their RSVP,
ability to greet them with a
message and photo.

Guest List Management

v +1 (guest) management, group
guests into parties, track guests
as they RSVP, and easy guest
list imports and exports.
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Secondary Events

v Ability to easily to invite all
guests or just select guests to
sub-events like a rehearsal
dinner or post-conference VIP
dinner.

Ask Custom Questions

v' Ability to customize online
RSVP form with custom
questions. Collect every detail
needed from guests in one
quick RSVP process.

Embed Your RSVP Form

v Ability to embed RSVP form in
any website to give guests a
seamless RSVP experience.

Design & RSVP Form
Customization

Event's Brand

v" Ability to customize the images,
colours, fonts and styles across
RSVP form. Make the online
RSVP match event's brand
perfectly.

Event Details & Itinerary

v Ability to include all event's
details in one easy-to-access
place. Allow guests to
bookmark the RSVP's
confirmation page so they can
easily reference event details
and manage or edit their reply.

Customizable Emails &

Notifications

v" Ability to include own logo,
event details and any images in
guest email confirmations and
confirmation screens.

v Ability to include custom
messaging based on whether
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the guest accepts or declines notifications to guests who will
your invitation. be attending the event. & 8¢

Max Acceptances

Guest Check-In System

v' Ability to check-in guests as
they arrive at the event by
scanning a QR code, or

v" Ability to set event capacities.
Limit the number of spaces
available for each event on a

. first-come first-serve basis
entering a guest name ora

. : 10S Mobile App
confirmation number.

Seating Chart Maker v Downloaded mobile app to
view and manage event’s guest
list and seating chart on-the-go!

Online Event Ticketing System

v Ability to plan the optimal
seating chart with the drag-and-
drop seating chart maker that's

fully integrated with the RSVPs v Ability to allow online payment
and guest list for registration.
Built-ln Menu Options v Ability to provide proof of

payment to Guests

v" Ability to collect guest's meal v’ Stringent security measures for

choice, dietary needs and any online payment.

information about any food Online Support

allergies
Email Blasts & Easy Follow-Ups v Access to online support from
the application support team. (
online support via chat, email
or phone)

v Effortlessly follow-up with
guests who haven't replied to
the online invitations and send
email reminders and

Live Streaming Services and equipment
*Kindly quote as per the specifications listed below. If the exact specifications cannot be
provided please quote on the closest products available matching these specifications

2.21 Cameras (Two required)

Image Sensor 3-Chip 1/3" CMOS Sensor
Sensor Resolution 2.37 MP
Effective Sensor Resolution 2.07 MP
Minimum lllumination 0.8 lux
White Balance Range 2000 to 15,000K
Lens
Focal Length 4.1 t0 73.8mm
35mm Equivalent Focal Length 29 to 527mm
Optical Zoom Ratio 18x
Maximum Aperture f16t02.8
Filter Size 82 mm
Camera
Shutter Speed 1/24 to 1/2000 sec
Mechanical Filter Wheel with 2 Stop (1/4), 4 Stop (1/16), 6 Stop
Built-In ND Filter (1/64) ND Filters
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2 x CompactFlash Type |l Card Slots

Recording Media 1 x SD (Unspecified Type) Card Slot
Recording
Broadcast System Compatibility NTSC

MXF 4:2:2 8-Bit:

1920 x 1080p at 24/30 fps (50 Mb/s)
1920 x 1080i at 60 fps (50 Mb/s)
1280 x 720 at 24/30/60 fps (50 Mb/s)
MXF 4.2.0 8-Bit:
1920 x 1080p at 24/30 fps (35 Mb/s}
1920 x 1080i at 60 fps (35 Mb/s)
Recording Modes 1280 x 720 at 24/30/60 fps (35 Mb/s)
Interfaces
1 x BNC (Composite) Output
1 x 1/8" (3.5 mm) TRRS A/V (Composite) Output

Video Connectors 1 x HDMI Qutput
2 x 3-Pin XLR Mic/Line Level Input
Audio Connectors 1 x 1/8" (3.5 mm) Stereo Headphone Output
1 x USB Mini-B
Other 11O 1 x 2.5 mm LANC Control
Display
Display Type LCD
Screen Size 4"
Screen Resolution 1,230,000 Dots
EVF
Screen Size 52"
EVF Resolution 1,555,000 Dots
Environmental
Operating Temperature 32 to 104°F / 0 to 40°C
General
Dimensions 6x9.3x15"/15.3x23.6x38.2¢cm
Weight 5.81b/2.6 kg
Packaging Info
Package Weight 13.41b
Box Dimensions (LxWxH) 18 x 12 x 10"

2.2.2 Tripod System (two required)

General

Load Capacity 8.8 b (4 kg)
Maximum Height 59.0" (150 cm)
Minimum Height 27.6" (70.1 cm)
Folded Length 30.3" (77 cm)

Leveling

Bubble/llluminated ' ©5/N°

Weight 7.91b (3.6 kg)

Head

Counter Balance . .

System Fixed counter-balance spring @ 3.3 Ib (1.5 kg)
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Quick

Release/Wedge  Yes/no C B E
Plate

Balance Plate Yes

Slide Range +20/-25mm

Tilt Drag Yes

Tilt Range +80/-60°

Tilt Lock Yes

Pan Lock MEE

Legs

Head Attachment

Fitting 65 mm half bowl
Material Anodized aluminum
Leg

Stages/Sections e

Leg Lock Type Flip locks
Independent Leg

Spread e
Spiked/Refractable

Feet Yes/yes

Center Brace Yes (mid-level)

2.2.3 Sound Recording

Microphone (two required)

All-in-one professional USB microphone with audio interface

Ideal for podcasting, streaming and recording

Dual 1' (25mm) condenser capsules

Cardioid (unidirectional), bidirectional and omnidirectional pickup patterns
Smooth, flat frequency response of 50Hz20kHz

24-bit, 96kHz resolution

USB output for connecting to any Mac or PC device

1/4’ instrument input for connecting line level devices

Record Mic and Instrument input simultaneously

1/8' stereo headphone output with level control for zero-latency monitoring
3-color Power/Clip/Mute LED

Plug-and-play, no driver installation required

Compatible with most computer-based digital audio workstation software
Integrated desktop base

Specifications

Polar Pattern: Cardioid (unidirectional), bidirectional, omnidirectional
Capsule: Dual back electret condenser

Diaphragm Width/Thickness: 25mm/3 microns
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Frequency Response: 50Hz20kHz

Sensitivity: +6dB FS/PA (all polar patterns) & B E
Max. SPL: 120dB SPL

Bit Depth: 16 or 24-bit

Sample Rate: Up to 96kHz

Digital Output: USB

Headphone Qutput: 1/8' (3.5mm)

Headphone Impedance: 16

Headphone Power Output: 85mW @ 32

Instrument Input: 1/4'

Instrument input Impedance: 1M

Controls: Mute, Mic/Instrument/Headphone Volume, Monitor On/Off, Mono/2 Track
Product Dimensions: 4.5' (116mm) x 10.5' (268.5mm) diameter

Product Weight: 3.52Ib (1.6kg)

Recording Studio
{Includes software, mixer/interface, earphones, speakers, condenser mic)

US-2x2 USB Audio/MIDI Interface

Ultra-HDDA (High Definition Discrete Architecture) mic preamps with ~125dBu EIN
NES5532 op-amps used in the audio input and output stages

Up to 96kHz/24-bit recording

Support for Windows and Macintosh

USB 3.0 computer connection

+48V phantom power for all inputs

High-impedance inputs available

Input level specifications boast a range of 57dB — ideal for using dynamic mics
Direct monitoring function for zero-latency monitoring

Tough all-metal casing for durability

Balanced analog TRS output jacks suitable for connection to powered monitors
Standard TRS headphones output jack

Separate controls for line output & headphone output levels

MID! input and output

Output sources can be selected in the setting panel

Input sound monitoring can be set to stereo or mono

Input muting function eliminates noise from unused inputs

USB class compliant 2.0 / 3.0 support




License cards included for SONAR X3 LE/Ableton Live Lite9

Confirmed operation with major DAW software (SONAR, ProTools, Cubase, Live, Studicc B F
One, Garage Band)

TH-02 Stereo Monitor Headphones

Earphones

Snap-on 1/8" (3.5mm) to 1/4" (6.3mm) adapter
Driver diameter: 50mm

impedance: 32 Chms

Sensitivity: 98 dB +/- 3dB

Frequency response: 18 Hz to 22 kHz

Max input power: 600 mW

Cable length: 9.8ft (3m) when fully extended

Condenser Microphone

Condenser microphone utilizes precisely designed electronic circuitry.
Microphone capsule assembly features an 18mm pure aluminum diaphragm
Cardioid polar pattern

Frequency response: 20Hz to 20kHz

Sensitivity : -38dB +/-2dB (0dB=1V/Pa at 1kHz)

Phantom power requirement: 9 — 48V DC

Output impedance : 2000hm +/-30% (at 1kHz)

Load impedance : >1k ohm

Max SPL : 136dB (at 1kHz=1% THD)

S/N ratio : 77dB

Housing : Die cast zinc

Dimensions {WxHxD) : 48mmx165mmx48mm / 1.9 inchx6.5 inchx1.9 inch
Includes : shock mount, mini desk stand, mic cable (1.8m XLRM - XLRF

Speakers

2-way active studic monitors with rear-vented, precision-tuned port enclosures (sold in
stereo pairs)

Bluetooth connectivity to connect wireless music sources

4-inch copolymer woofers

1-inch silk dome tweeters

20 watts per channel RMS, 40 waltts per channel Peak
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